












AIR SHAFT SEAL
• Transmits air from the air supply to the rotating members of air clutches and air brakes making possible new applica-
tions of air clutches and air brakes previously considered impractical for closed-end shafts.
• The slip-on installation eliminates long rifle drilling of air passages in shafts and permits easy installation.

TLSP TORQUE LIMITER

MODEL  BORE
RANGE (IN) 

TORQUE
MINIMUM MAXIMUM

TLSP5 .750 to 1.250 125 IN-LB 500 IN-LB
TLSP20 .938 to 1.500 500 IN-LB 2000 IN-LB
TLSP60 1.250 to 2.000 1500 IN-LB 6000 IN-LB

AIR SHAFT SEAL
MODEL 250 350 500 700

BORE (Max.) 2.5 3.5 5 7
BORE (Min.) 1.52 2.52 3.52 5.04
AIR INLET 3/8 NPT 3/8 NPT 3/4 NPT 3/4 NPT

AIR
OUT-
LET 

NO. 2 2 3 3

SIZE 1/4 NPT 1/4 NPT 1/2 NPT 1/2 NPT

DRIVE
KEY 1/2X1/4 1/2X1/4 1/2X1/4 3/4X3/8

MAX RPM 1400 1150 900 600

TLSP TORQUE LIMITER
• Transmits torque in either direction protecting driven components from damage
• The machined face of the torque limiter acts as a sensor switch plate
• Simple torque adjustment by simply tightening or loosening the spring nut.
• Totally enclosed, providing protection from outside contaminants
• Smaller and lighter design then most competitors
• Adapter bushings used with the TLSP20 and TLSP60 models make mounting the torque limiter to the shaft, easy, and 
provide a wide range of standard bores
• The bushing is split, and has an integral lock collar to prevent axial movement.

6For further information visit our Website    www.carlsoncompany.com
Certified prints will be furnished upon request for design and installation    Contact us: Sales@carlsoncompany.com

SOLID SHEAVES

BELT TYPE GROOVES SIZES

A-B Section 1 and 2 Groove 3 inch to 8 inch Pitch Diameter

3V 1 and 2 Groove 2.65 O.D. to 6.9 O.D.

5V 2 and 3 Groove 4.44 O.D. to 7.50 O.D.

QD BUSHINGS

SIZES JA        SH SDS   SK

SOLID SHEAVES and QD BUSHINGS
• Ductile Iron or Stainless Steel Construction.



MADE IN THE U.S.A. – SOLD WORLDWIDE
Carlson products are manufactured in a 54,000 sq. ft. facility
in Wichita, Kansas, USA and are sold through a system of
knowledgeable distributors and field sales representatives
throughout the world.

This experienced sales organization, along with Carlson’s
technical group, is dedicated to applying the correct Carlson
product or customizing Carlson products to meet your
specific need.

We make it easy to find the right product
for your application. For complete product
specifications and dimensions, application
profiles and technical data:

• Visit our website at WWW.CARLSONCOMPANY.COM

• Contact our sales department, sales@carlsoncompany.com
   to obtain a General Line Catalog, or

• Contact your Authorized Distributor.

CARLSON INDUSTRIAL, a division of:
The Carlson Company, Inc.
6045 North Broadway
Wichita, Kansas 67201 USA
PHONE:  (316) 744-0481
FAX:   (316) 744-2144
E-MAIL:  sales@carlsoncompany.com
WEB:   www.CarlsonCompany.com
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